wWo# li1220 Page 1 of 3

Mainline Switch Inspection Repor
Date ‘7/?,&‘ /“5 i Inspection Crew T;SCN’-\"_C:G"'F W Beyavi
Watchman G iAy
I Location 2 Standard Joints
2SwitchID # _ Guwy 725 , @ Y R NA
3 Facing X Tm:lrng 3 Switch Platcs
@ Y

Rail Pointg 24 Adjustable Braces
4 Point to Point S @ Y R NA
5 Point Condition 4a Non- Adjustabic Braces

Y R

S Y R Nothing less than 4 inches or greater than § inches. S

6 ;0'"‘3’0“ Minﬁi 172 m{:hes on house top point protected 5 Fro
6a Point Opening §) Y R NA
6 #] Rod (Basket Rod)

7 Fit
Y R 27 #2 Rod
8 General Condition of the Points Y R
Y R 28 M3 Rod
Gage S YR N/A)
Heel of Switch 29 #4Rod ™ .
9 Main __ 54 S Y R NA
10 Turnout _ =< 2'/2,_. ) 30 Closure Rail
11 Gage ahead of Bend ¢ YR
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S" (®Y R
12 Heel Spread in Inches Uslng 8 62’ cord, not over
Turmnout (LY, "to11/2" for a Y and no
13 Main ___ ¢ Y, more than 1 1/2” to | 3/4”
For a R, Great than 13/4” ; is OQut
of Service
Stock Rail 32 Head Block Tigs
14 Bend Y R
® v R 33 Switch Adjustments
I5 Condition Yes 0
® Y R 34 Lubrication
Dry
Bolts A5 Switch largets, | amps
16 Loose o N/A Ok Missing @
I'7 Missing N/A 36 Latches
O Broken Missing
37 Locks

Rivets (Huck Bolts) :
'\ A Broken Missing

I8 [.oose o
A8 General Condition

[V Missing ) N.A
20 Cotter Pins '\Immng o N A S)Y R
21 Jam Nuts L.oos o N/A 39 Tnsulated Joints
2la Washers — ({k Broken Missing Y R
193 Regular Joints
S’Y R

Remarks on page
CNLIC ) 200



Frog Inspection Report Semi-Annugl

50 Location _ cazu Turnout Ties
50a SwitchID. # 66 Condition
51 Facing railing $ Y R NA
52 Frog Tread N g Y R 67 Rail Movement
R Y R ® YRNA
53 Frog# _\, i
54/79 Point Condition 68 Lead
®YR ®Y RNA
55 Condition of Frog 69 Guard Rail Flangeway )
S YR ® Y RN 17 R 1
56 Surface of Frog Guard Rail Flangeway can not be less 1 "
8 YR 70 Guard Rail Plates
SY RNA
57 Throat in Inches 3 74 71 Frog Plates
72 Flangeway Depth - @ Y R N/A
Flangeway Depth must not be less than 1 %”
Bolts
58 Main Track 5% 73 Loose o N/A
59 Turnout Track So.Y, 74 Missing ~ N/A
Gage must not be less than 56 any class
Guard Rails Rivets (Huck)
- 60 Guard Rail Gage N S¢ 34 R sS9% 75 Loose o N/A
Guard Rail Gage must more than 54 3/8” 76 Missing N/A
61 BackToBack N3%, R_S2%, 77 Nuts Missing o N/A

78 Cotter Pins Missing o N/A

Back to Back Gage must be less than 53 1/8”
79 Washers @ Broken__ Missing_ N/A

62 Condition

Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
PYR ® Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S 'Y RN/
® Y R NA 82 Derails
65 Turnout Track S YR @
Y R N/A 83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30 beyond the last long tie
Difference

Class 1 Gage 56” to 57 %"
More than 57 %" Out of Service

Class 3 Gage 56" to 57”
More than 57" to 57 4" downgrade to

Class 2 and gets a Y
Remarks on page J

GNIC TT-10-201 )

84 Condition of Line thru entire turnout
OvRr




Remarks
Page 3 of 3

No Mew Degsers NoTed

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or nog-neasurable.

owe 1-30- s

Reviewed by

H1-10-201 1



Mainline

Date ,,_9/28//_3_
Watchman_ G (4,

| Location

2Switchl D # Cwye I
3 Facing _x  Trailing

Rail Pointg _
4 Pointto Point __ 52
5 Point Condition
® _Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. pgin 3 1/2 inches on house top point protected
N 4% R 4 Ve,
6a Point Opening _
N_4%e R _4%
7 Fit
O YR
8 General Condition of the Points

® Y R
Gage
Heel of Switch
9 Main __S( %,
10 Turnout 3

11 Gage ahead of Bend S,
Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread in Inches
Turnout (¥4
I3Main__ Ve

Stock Rail
14 Bend

® v R
15 Condition
® v R

Bolts
16 Loose (o) N/A

I'7 Missing o N/A

Rivets (Huck Bolts)
NA

18 L.oose o
LY Missing o N A
20 Cotter Pins Missing o _NA

21 Jam Nuts l.ogse o N/A
2la Washcers 8}9 Broken Missing

Remarks on page 3

GNEIC 1) 1e-2011

Switch Inspection Report Semi-; WO# 1110045 Page I of 3
Inspection Crew 7-&3”/5,;52 W __5,@7,“/7_“__

22 Standard Joints
Q@Y R NA
23 Switch Platcs
Y R

©
24 Adjustable Braccs

£€Y R NA

24a Non-Adjustable Braces
S Y R(NA)
i

25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
Y R

@

27 #2 Rod
©Y R

SYR
30 Closure Rai
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2” for a Y and no
more than | 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
SSY R
33 Switch Adjustments
Yes
34 Lubrication

Soich 1oy
i3 witch Targets/ L amps
Ok Missing  (A)
36 Latches
@K>  Broken Missing
37 Locks
Broken Missing
38 General Condition
Y R
39 Insulated Joints
YR
39a Regular Joints
@ Y R



Mainling Frog Inspection Report Semi-Annual Page 2 of 3

50 Location L Turnout Ties
50a SwitchI.D. # 66 Condition
51 Facing Trailing ® Y R NA
52FrogTread N ® Y R 67 Rail Movement
R SY R ® Y R N/A
53Frog# _(, Tie Plates
54/79 Point Condition 68 Lead
®YR ® Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
YR Y RN |\ R |
56 Surface of Frog Guard Rail Flangeway can not be less 1 4”
®YR 70 Guard Rail Plates
SY RNA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth 3. ® Y RNA
Flangeway Depth must not be less than 1 %”
a Bolts
58 Main Track 367> 73 Loose o NA
59 Turnout Track St e 74 Missing 2 N/A
Gage must not be less than 56” any class
Guard Rails ~ Rivets (Huck)
60 Guard Rail Gage N 4% R 4% 75 Loose o N/A
© N/A

Guard Rail Gage must more than 54 3/3’/’ 76 Missing
61 Back ToBack N 2%, R 52'%, 77 Nuts Missing __ o N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing ) N/A

79 Washers @R Broken__ Missing__ N/A

62 Condition
Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R ©Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y RNA
BYRNA 82 Derails
S Y RN

65 Turnout Track @
® Y RNA 83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
50" beyond the last long tie

Class 1 Gage 56” to 57 4" €® Difference L

More than 57 %" Out of Service

Class 3 Gage 56" to 57"
More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GMIC 11-10-2011

84 Condition of Line thru entire turnout
@Y R




Remarks

Page 3 of 3

No New  Depscrs Aénm

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

: Date:___?_—... 3 0 = X:S

Reviewed by:

H-10-2011



dort Semi-Annu;

Switch Inspection R

Mainline

Date  alwlis
Watchman 3 LAY

I Location

2 Switch| D #'.&_ﬁi_i_?_;.
3 Facing >L . Trailing

Rail Pointg
4 Point to Point _Si%
5 Point Condition

@‘Y R Nothing less than 4 inches or greater than S inches.
6 Point Throw. Min 3 1/2 inches on house top point protected

N 4 R %
6a Point Opening

N_ 4l R_45
7 Fit

®YR
8 General Condition of the Points

® Y R
Gage
Heel of Switch
9 Main __ SL%
10 Turnout =g,
I'1 Gage ahead of Bend 7.7,

Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread in Inches

Tumout (/%

I3Main____ (o 4
Stock Rail
14 Bend

CAR:
15 Condition

PY R
Bolts
6 Loose v N/A
|7 Missing o) /A
Rivets (Huck Bolts)
I8 Loosc o N A
Y Missing N A
20 Cotter Pins Missing .= NA
21 Jam Nuts L.oose o N/A
2la Washers @ Broken Missing

Remarks on page

GALIC e 2000

Wor lll7202

Inspection Crew'TS&_:mgLEzaﬁ W Bﬁ!fﬂur

Page 1 of 3

22 Standard Joints
Y R NA

23 Switch Plates
Y R

24 Adjusta(bélic Bracces

Y R NA
24a Non-Adjustablc Braces
S YR
itch R
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
YR
28 #3 Rod
S Y R(N/
29 #4 Rod .
SY R(NA
30 Closure Rai =’
® YR
31 Surface of Switch
Y R
sing a 62’ cord, not over
["to11/2” for a Y and no
more than | 1/2” to 1 3/4”
For a R, Great than 13/4” js Out
of Service
32 Head Block Tics
Y R
33 Switch Adjustments
Yes @
34 Lubrication
0Ok Dry
35 Switch Targets/ Lamps
Ok Missing
36 Latches @
. Broken Missing
37 Locks

{@ Broken
38 General Condition

5)Y R
39 Insulated Joints
Oy R
39a Regular Joints
OV

Missing



Mainling
50 Location L
50a Switch ILD. #

51 Facing Trailing
52 Frog Tread N ©Y R
R ® YR
53 Frog #
54/79 Point Condition
®YR

55 Condition of Frog

YR
56 Surface of Frog

YR

57 Throat in Inches 3 Ya
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

a
58 Main Track S (93’/(,

59 Turnout Track SL

Gage must not be less than 56” any class
Guard Rails )
60 Guard Rail Gage N s4% R S4%
Guard Rail Gage must more than 54 3/8”
61 BackToBack N S2'¥, R =717
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R

63 Location of Guard Rail (Relation to Point)

O®YR
Guard Rail Clamps
64 Main Track

® Y R N/A
65 Turnout Track

S Y R NA

Class 1 Gage 56” to 57 %"

More than 57 %" Out of Service
Class 3 Gage 56" to 57”

More than 57" to 57 4,” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

&Y RNA
67 Rail Movement
® Y RNA
Ti¢ Platey
68 Lead
Y R NA
69 Guard Rail Flangeway ,
®SY RN I, R | %

Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

®Y RNA
71 Frog Plates

£Y R NA
Bolts
73 Loose ) N/A
74 Missing ¢ NA
Rivets (Huck)

75 Loose o N/A

76 Missing ~ _N/A
77 Nuts Missing .  N/A

78 Cotter Pins Missing (2] N/A

79 Washers OB Broken__ Missing__ N/A

80 Hold Down Devices
®Y RNA
81 Spring Housing
S Y R XA
82 Derails
S Y R NA
83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50° beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout

®YR



Remarks
Page3 of 3

No Wew Deescrs noren

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by:

[1-10-2011



Switch Inspection Report Semi-Annual

Date  @f2eliz
Watchman_ G (AN

I Location
2SwitchID # _ Cwy 18

{Facing Trailing

Wo4 A\Vpgy Page 1 of 3

Inspection Crew 7MSc:H'S(:-—I'E.F__, W B_E_'fmu/" 3

22 Standard Joints
Y R NA
23 Switch Platcs
©®Y R
24 Adjustable Braces

Rail Pointg
4 Point to Point __ 5%, ©®Y R NA
5 Point Condition 24a Non-Adjustable Braces
i g \: Tl‘: Nothing less than 4 inches or greater than § inches. S YR R
oint Throw, ;
N 4% _Tiuﬁ! ‘lj'Z‘j[t‘n/:'hes on house top point protected 25 Front Rod
6a Point Opening Y R NA
N 4% R 4% 26 #1 Rod (Basket Rod)
7 Fit Y R
Y R 27 #2 Rod
8 General Condition of the Points Y R
Y R 28 #3 Rod
Gage S YR
Heel of Switch 29 #4 Rod @
9 Main (%2 SYR
10 Turnout _ 7.7, ‘ 30 Closure Rail
11 Gage ahead of Bend SL.Y ®vY R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Turnout _ (, %
I3Main__ (Y

Stock Rail
14 Bend

® YR
15 Condition

@YR

Bolts
16 Loosc ¢ NiA

17 Missing ¢ N/A

Rivets (Huck Bolts)

18 [Loose o N
[V Missing o N
20 Cotter Pins Missing & NA
21 Jam Nuts |.oose o N/A
2la Washers OB Broken Missing

A
A

Remarks on page
(ERY PEohe Jip )

sing a 62’ cord, not over

1"to11/2” for a Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service

32 Head Block Tics
S Y R

33 Switch Adjustments
Yes

34 Lubrication

Dry
15 Switch Targets | amps

Ok Missing @

36 Latches

(Qk Broken Missing

37 .ocks

@ Broken Missing
38 General Condition

Y Y R

39 Insulated Joints
@ Y R

39a Regular Joints

@YR



Mainline

50 Location e

50a Switch LD #

51 Facing Trailing

52FrogTread N @® Y R
R ® YR

53 Frog # ©

54/79 Point Condition

®YR
55 Condition of Frog
YR
56 Surface of Frog

OYR

57 Throat in Inches Y
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”

58 Main Track S

59 Turnout Track = (=%

Gage must not be less than 56” any class

rd Rai

60 Guard Rail Gage NS4 RS4¥,
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 32%. R S2%
Back to Back Gage must be less than 53 1/8”

62 Condition

®Y R

63 Location of Guard Rail (Relation to Point)
©Y R
Guard Rail Clamps
64 Main Track
@ Y R N/A
65 Tumout Track
Y R N/A

Class 1 Gage 56" to 57 %"

More than 57 %4” Out of Service
Class 3 Gage 56" to 577

More than 57" to §7 v, downgrade to

Class 2 and gets a Y
Remarks on page 3

GM IC 1022011

Frog Inspection Report Semi-Annuga]

Turnout Ties
66 Condition
Y RNA
67 Rail Movement
®YRNA
Tie Plgtes
68 Lead
Y R NA
69 Guard Rail Flangeway
Y RNIY%% R %
Guard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates
Y R N/A
71 Frog Plates
@ Y R N/A

Bolts
73 Loose
74 Missing

Rivets (Huck)
© N/A

75 Loose
76 Missing © N/A
77Nuts Missing ___ e N/A
78 Cotter Pins Missing © N/A
79 Washers(@ Broken__ Missing  N/A

© N/A
© NA

80 Hold Down Devices
Y RNA

81 Spring Housing
S Y RQNA

82 Derails
S Y R XN/A

83 iImum difference in any 31" in Cross

Level on the siding from the Frog Point to
30 beyond the last long tie

@b Difference -

84 Condggn of Line thru entire turnout
YR



Remarks

A Coose Heel biocie hacr, Libsr Ru

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 cdition,
Evcrything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by %/

o P30 13

11-10-2011



p2

Mainline

Date _C-]/ga/ng -
Watchman G (A

Switch Inspection Repor

Selni- WOH THI0QT  page g of 3
Inspection Crew f&:ms;‘_e,a & ggﬂm—

22 Standard Jonts

I Location
25witchI D # nvp 25 _ Y R NA
3 Facing ¥ Trailing 23 Switch Platcs
Y R
Rail Pointg 24 Adjustabl_c Braces
4 Point to Point __ 5144 )Y R NA
5 Point Condition 24a on-Adjﬂstablc Braces
® Y R Nothing less than 4 inches or greater than § inches. S Y R
6 Point Tc"g_row. Mian I{Z inches on house top point protected 25 Front Rod
SY R NA

6a Point Opening ‘
N 9% R_35%
7 Fit
YR
8 General Condition of the Points
Y R

Heel of Switch
9 Main 5@_‘?/

10 Turnout Sk

Il Gage ahead of Bend S 4.
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (oY

I3Main__ ¢, )y

Stock Rail
I4 Bend

Y R
15 Condition
(S) Y R

Bolts

16 Loose  © N/A
7 Missing © N/A

Rivets (Huck Bolts)

I8 Loose N A
o o

[Y Missing P N A

20 Cofter Pins Missing . ® _NA

21 Jam Nuts l.oose N/A

26 #1 Rod (Basket Rod)
®YR
27 #2 Rod
Y R
28 A3 Rod
SY RQ®NA
29 #4 Rod
SYR “g)
30 Closure Rait™
Y R
31 Surface of Switch
Y R
Using a 62’ cord, not over
1"to11/2”" fora Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes )
34 Lubrication
Dry
35 Switch Targets: | amps
Ok Missing N.
36 Latches @
) Broken Missing
37 Locks
Broken Missing
I8 General Condition
S) Y R
39 Tnsulated Joints
(9 v r

o
2la Washers @ Broken Missing
3Va Regular Joints

Remarks on page
GNLIC T e 00

)

@YR



50 Location . -
50a SwitchID. #
51 Facing Trailing
52FrogTread N @ Y R
R ®Y R
53 Frog # L
54/79 Point Condition
YR

55 Condition of Frog

®Y R
56 Surfacc o

YR

57 Throat in Inches 3 /4

72 Flangeway Depth __} ‘¥,

Flangeway Depth must not be less than 1 %”

(
58 Main Track 5072
59 Turnout Track __ . 3%

Gage must not be less than 56” any class

60 Guard Rail Gage N S¢ ™8 R S¢%
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N S2"c R 355 %%
Back to Back Gage must be less than 53 1/8”
62 Condition

®OYR

63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
S)Y R N/A

65 "Purnout Track

O v RNA

Class 1 Gage 56" to 57 %"

More than 57 %" Out of Service
Class 3 Gage 56" to 577

More than 57" to 57 4" downgrade to

Class 2 and getsa Y
Remarks on page 3

GNEIC FL-10-201 1

Frog Inspection Report Semi-Annual

Turnout Ties

66 Condition
&Y RNA
67 Rail Movement

@ Y R N/A

68 Lead

Y R NA
69%1:31’(1 Rail Flangeway 1)
WYRN 1  R_["%
Guard Rail Flangeway can not be less 1 "
70 Guard Rail Plates
Y R NA

71 Frog Plates
®Y R NA

Bolts
73 Loose @ N/A
74 Missing o N/A

Rivets (Huck)
-2 N/A

75 Loose
76 Missing e N/A
77 Nuts Missing o NA
78 Cotter Pins Missing @ N/A
79 Washers Qb Broken __Missing N/A

80 Hold Down Devices
©Y R NA

81 Spring Housing
S Y RUA

82 Derails
S YR

on the siding from the Frog Point to
30” beyond the last long tie
@( Difference

Level on

84 Condition of Line thru entire turnout

@YR

83 M'/};mum difference in any 31" in Cross



Remarky
Page3 of 3

_.'*é' A-/EU bﬂ#ac,r_l A/orﬁﬂ

All rules come out of the MTA Ficld Guide for T
Everything is class 3 for Mainline and class | for
S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service

N/A Not applicable or not measurable.

rack Inspectors updated April 2006 edition.
the Yard.

e\ -8 R

F1-10-2011



Mainline Switch Inspection Report Semi-Annual

Inspection Crew T SGHISU”L W dexwru

Date  Gfsofis
Watchman GU'“-?

Wo# 1141643 Page 1 of 3

I Location ‘ 22 Standard Joints
29witchID # _way ,o Y R NA
3 Facing X Trailing 23 Switch Plates
Y R
Rail Pointg _ 24 Adjustable Braces
4 Point to Point __ 3( %4 Y R NA
5 Point Condition 24a Non-Adjustable Braces
SY R Nothing less than 4 inches or greater than § inches, S YR R (ua)

6 Point Throw. pgjp 3 172 l'r;ches on house top point protected
A3,

N_ 4% R
6a Point Opening .
N__'S7 R_§"%
7 Fit
S)Y R
8 General Condition of the Points

Y R

Heel of Switch

9 Main __ SU¥«

10 Turnout 5S¢ 75 )

I'l Gage ahead of Bend 50.%_
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout (%

|3 Main _Ja_V_d_ _

Stock Rail
14 Bend
Y R

|5 Condition

SSY R
Bolts S
16 Loose o N/A
I'7 Missing N/A
Rivets (Huck Bolts)
I8 [Loosc N A
'Y Missing ¢ N A
20 Cotter Pins Missing ¢ N A
21 Jam Nuts l.oose 0 N/A

2la Washers €0k)  Broken Missing

Remarks on page
GNEIC T ate 20y

)

25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
® v R
28 #3 Rod
S Y R @&
29 #4 Rod '
S YR
30 Closure Rai
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
I"to11/2" fora Y and no
more than 1 (/2" to | 3/4
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Sy R
33 Switch Adjustments

Yes 0

34 Lubrication
@nks Dry
A5 Switch Targets:1 amps
Ok Missing .
16 Latches

0k Broken Missing
37 Locks

(((_‘)} Broken Missing
A8 General Condition

Y R
39 Tsulated Joints
Y R
39 Regular Joints
@ Y R



50 Location e
50a Switch ID. #
51 Facing Trailin

8
52 Frog Trecad N ®Y R
R

R Y
53 Frog #
54/79 Point Condition
(YR
55 Condition of Frog
SYR

57 Throat in Inches & %4-
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 ¥%”

58 Main Track L7
59 Turnout Track ST 7.
Gage must not be less than 56” any class
rd Rail
60 Guard Rail Gage N S¥%_ R 4%
Guard Rail Gage must more than 54 3/8”
61 BackToBack N S.% R 527,
Back to Back Gage must be less than 53 1/8”
62 Condition
§ YR
63 é_,ocation of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
64 Main Track
© Y RNA
65 Tumout Track
(Y RNA

Class 1 Gage 56 to 57 %"

More than 57 %" Out of Service
Class 3 Gage 56” to 57"

More than 57" to 57 V" downgrade to

Class 2 and getsaY
Remarks on page 3

GMNLIC L T-10-201

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties

66 Condition
€ Y RNA
67 Rail Movement
® YRNA
Tie Platey
68 Lead
§Y RNA
69 Guard Rail Flangeway
©Y RN_ (Y R |\
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
®Y RNA
71 Frog Plates
@ Y R N/A

Bolts
73 Loose () N/A

74 Missing 0 N/A

Rivets (Huck)
75 Loose < N/A

76 Missing > N/A
77 Nuts Missing © N/A

78 Cotter Pins Missing 2 N/A
79 Washers @) Broken__ Missing_ N/A

80 Hold Down Devices
/Y R N/A

81 Spring Housing
S'Y R@

82 Derails

83 imum difference in any 31 in Cross

Level on the siding from the Frog Point to
30" beyond the last long tie
Difference_

84 Condi@n of Line thru entire turnout
Y R



Remarks
Page 3 of 3

AQ‘M&:T? NoTin

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by “\\

Date: lby :&' \S

F1-10-201 1



Mainline

Date ?/JD/' S
Watchman G LAM
I Location
28witchI D # Nayw 1
3 Facing % Trailing

Rail Pointg
4 Pointto Point __ S )
5 Point Condition

S ‘Y R Nothing less than 4 inches or greater than §
6 Point Th‘row. Minﬁi ”SZ inches on house top point protecte

6a Point Opening =
N_S5%, RS

7 Fit

® Y R

8 General Condition of the Points

YR

Gage

Heel of Switch

9Main _ 57, '(7._

10 Turnout Yo

11 Gage ahead of Bend __ 57, %

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout oy

I3Main___ ¢,

Stock Rail
|4 Bend

® v R
15 Condition
@Y R

Bolts
16 Loose @) N/A
17 Missing g N/A

Rivets (Huck Bolts

I8 Loosc o N A
9 Missing 5 N A

20 Cotter Pins Missing ..o NA
21 Jam Nuts Loose el N/A

2 la Washers @ Broken Missing

Remarks on page
GNPIC T 0200

Switch Inspection Repor Semi-Annu;

Inspection Crew TSC_ZHI,»SLC_I?-_ W BD'TNM,‘*

inches,

NA /<

wor 112478 Page | of 3

22 Standard Jounts
@Y R NA
23 Switch Platcs
Y R

24 Adjustabl_c Braces

©vY R NA
24a Non-Adjustable Braces
SY R®N

25 Front Rod
&Y R NA

26 #1 Rod (Basket Rod)
®vY R

27 #2 Rod

30 Closure Rail™
Y R
31 Surface of Switch
Y R
Using a 62’ cord, not over
I"to11/2” for a Y and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” js Out
of Service
32 Head Block Ties
® Y R
33 Switch Adjustments
Yes o)

34 ricafion
(.ij Dry
35 Switch Targets/|am
TVS Missing @
16 Larches

) Brokcn Mis_smg
37 Locks

@ Broken Vissing
A8 Genceral Condition

SJY R
39 Insulated Joints
S)Y R
3% Regular Joints
69) Y R



Mainling
50 Location
50a Switch [D. #
51 Facing Trailing
52 Frog Tread N 8 Y R

R Y Y R
53 Frog #
54/79 Point Condition
OYR
55 Condition of Frog
YR

56 Suiface of Frog

®YR

57 Throat in Inches K¢ 7{
72 Flangeway Depth __/ ‘%,
Flangeway Depth must not be less than 1 %”

4 y
58 Main Track e L

59 Turnout Track )

Gage must not be less than 56” any class
Guard Rails .
60 Guard Rail Gage NS¢ 54 R S/ 3%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S23% R 3I1%
Back to Back Gage must be less than 53 1/8”
62 Condition

SY R
63 Location of Guard Rail (Relation to Point)

Y R

Gl@l‘d Rail Clamps
64 Main Track

Y R N/A
65 Turnout Track

@Y R N/A

Class | Gage 56” to 57 %"

More than 57 %4” Qut of Service
Class 3 Gage 56" to 57"

More than 57" to 57 4" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JC H-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

£Y R NA
67 Rail Movement

9 Y R N/A
Tie Platesg
68 Lead

® Y RNA
69 Guard Rail Flangeway R

©YRNI®H RrR_'7"8
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

Y R NA
71 Frog Plates
@ Y R N/A
Bolts
73 Loose 4 N/A
74 Missing o N/A
Rivets (Huck)
75 Loose © N/A
76 Missing © N/A

77 Nuts Missing _ « N/A
78 Cotter Ping Missing  © N/A
79 Washers Broken__ Missing_ N/A

80 Hold Down Devices
® Y RNA
81 Spring Housing
S Y R
82 Derails
S Y RN/

83 Maximum difference in any 31" in Cross

Level on the siding from the F ‘rog Point to
50 beyond the last long tie
Difference

84 Conditio@n of Line thru entire turnout
Y R



Remarks
Page 3 of 3

l\é I\/ﬂ'UJ f)aﬁﬁb‘ﬁ{ K/cJI‘E'A

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by: _\\\/ i %_____

H-10-2011



Mainline

Date ‘,?/30 /13
Watchman G Larg

| Location

29witchi D #4 MNA_ (A
3 Facing X Trailing

Rail Pointg
4 Point to Point o=
5 Point Condition

S YR

N S 4’;_‘/& .. R : —4/L
6a Point Opening .
N_4% R_4%
7 Fit
®Y R
8 Heneral Condition of the Points
Y R
Gage
Heel of Switch_
9 Main _ S,
10 Turnout <30, ¥« ,
I 1 Gage ahead of Bend %
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches

Switch Inspection Report Semi-.-\mmql

. Nothing less than 4 inches or greater than $ inches.
6 Point Throw, Min 3 112 il:ches on house top point protected

NA )4

wox 1247103 Page 1 of 3

Inspection Crt‘WT,S’CJ-/I.S_z_E& L(f BEY'??MT

22 Standard Joints
Y R NA
23 Switch Platcs
Y R
24 Adjustable Braces
Y R NA

Z4a Non-Adjustable Braces
S Y R@

25 Front Rod
©Y R NA
26 #1 Rod (Basket Rod)
SS9 Y R
27 #2 Rod
Y R
283 Rod
SYR
29 #4 Rod
SYR
30 Closure Rai
S)Y R
31 Surface of Switch
Y R
sing & 62’ cord, not over
I"to11/2” for a Y and no

Tumout Vi

I3Main___ ¢,/ more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service

Stock Rail 32 Head Block Tics

|4 Bend Y R

3 YR 33 Switch Adjustments
|5 Condition Yes
@ Y R 34 Lubrication
Dry

Bolts 35 Switch Targets: 1 amp

16 Loose  © N/ A Ok Missing @

I'7 Missing © N/A 36 Latches
p% Broken  Missing

Rivets (Huck Bolts) 37 Locks

I8 Loose & N A Broken Missing

Y Missing © NoA I8 General Condition

20 Cotter Pins Missing © NA Y R

21 Jam Nuts l.oose © N/A 39 Insulated Joints

21a Washers @ Broken Missing ®Y R

3Ya Regular Joints

Remarks on page
CAERC e 00

Sy R



50 Location — v
50a SwitchID.#
51 Facing Trailing
52 Frog Tread N ®Y R

R

R DY
53 Frog# ¢
54/79 Point Condition
YR
55 Condition of Frog

OYR
(YN

57 Throat in Inches 37,
72 Flangeway Depth =

Flangeway Depth must not be less than 1 n”

58 Main Track 30"
59 Turnout Track YA
Gage must not be less than 56” any class

Guard Rails
R S4d7,

60 Guard Rail Gage N ¢4

Frog Inspection Report Semi-Annual

' Guard Rail Gage must more than 54 3/8”
N_52/4 R_35t%

61 Back To Back

Back to Back Gage must be less than 53 1/8”

62 Condition
® YR
63 Location of Guard Rail (Relation to Point)

YR

Ggrd Rail Clamps

64 Main Track
&Y R N/A

65 Turnout Track
&Y RNA

Class 1 Gage 56" to 57 %"

More than 57 %" Out of Service
Class 3 Gage 56" to 577

More than 57" to 57 V" downgrade to

Class 2 and gets a Y
Remarks on page 3

GMIC 1102201

Turnout Ties

66 Condition
(S Y R NA
67 Rail Movement
S Y R NA
ie Pl
68 Lead
Y R NA
69 Guard Rail Flangeway .
®Y RN (Y R [
Guard Rail Flangeway can not be less | "
70 Guard Rail Plates
Y R N/A
71 Frog Plates
@ Y R N/A

Bolts
73 Loose © N/A

74 Missing © NA

Rivets (Huck)
75 Loose © N/A
76 Missing ©  N/A
77 Nuts Missing @  N/A
78 Cotter Pins Missing o N/A
79 Washers Ok Broken_  Missing  N/A

80 Hold Down Devices
® Y RNA
81 Spring Housing
S YR @
82 Derails
S'Y RE/A)

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30 beyond the last long tie
Difference

84 Condition of Line thru entire turnout

Y R



Remarks
Page 3 of 3

MNo New Delsere woren

All rules come out of the MTA Ficld Guide for Track [nspectors updated April 2006 cdition
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by \X%W\)\@ B Date: \Q_ %h\l

H-10-2011



A4 17J§

Switch Inspection Report S

Date q/go//,’

Watchman G Lll"l:l‘

I Location A ,
25witchl D # Na e

3 Facing X Trailing

Rail Pointg _
4 Point to Point Y
5 Point Condition

©Y R Nothing less than 4 inches or greater than §
6 Point Throw. pg;n 3 l/g/in}hes on house top point protected

N_ 4%, e

6a Point Opcnmg

N 4%  R_4Yy
7 Fit

€Y R
8 General Condition of the Points

&YR

Heel of Switch
9 Main __Cg_(z

10 Turnout Q’Ezfm,
11 Gage ahead of Bend 53_;{/

Must not be legs than 56 inches or
more than 57 inches for “S"
12 Heel Spread in Inches

Tumout ¢ f«

13 Main ___Q_/f/_
Stock Rail
14 Bend

Y R
1.5 Condition

Y R
Bolts
16 Loosc o N:A
17 Missing o N/A
Rivets (Huck Bolts)

I8 Loose o N oA
9 Missing o NA

20 Cotter Pins Missing 6 NA
21 Jam Nuts I.0ose o N/A

2la Washers @ Broken Missing

Remarks on page
GALICT e 201

)

wor 1247es Page 1 of 3

Inspection Crew TSC“,‘5L‘5‘23 M/_kaﬂur

22 Standard Joints
® Y R NA
23 Switch Platcs
Y R

24 Adjustablc Braces

® Y R NA

24a Non-Adju Braces
S YR @m i)
itch R

25 Front Rod

g)‘( R NA
26 Rod (Basket Rod)

27 2R0d

23(2;{0(]"
S YR Cfx_@

29 #4 Rod .
SYR R@)
30 Closure Rai
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
_S) Y R
33 Switch Adjustments
Yes No)
34 Lubrication

G (o

33 8witch Targets: | am <
Ok Missing (%:’.:
36 Latches

@ Broken Missing
37 Locks

k Broken Vhssing
S8 &neral Condition
Y R
19 Tnsulated Joints
Y Y R

9% Regular Joints
)Y R



Mainline Frog Inspection Report Semi-Anngg! Page 2 of 3

50 Location __ o Turnout Tiey
50a SwitchID.# 66 Condition
51 Facing Trailing ®vY R NA
52 Frog Tread N @Y R 67 Rail Movement
R S YR @ Y R N/A
53 Frog # & je Pl
54/79 Point Condition 68 Lead
®YR Y R NA
55 Condition of Frog 69 Guard Rail Flangeway
Y R S)YRN_21 R I%
56 Surface of Frog Guard Rail Flangeway can not be less 1 4"
¥ Y R 70 Guard Rail Plates
Y R NA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth 2 Y R N/A
Flangeway Depth must not be less than 1 %”
; Bolts
58 Main Track __ SG/% 73 Loose ©  NA
74 Missing © N/A

59 Turnout Track _ 3, %

Gage must not be less than 56” any class
Guard Ryils o Rivets (Huck) .,
60 Guard Rail Gage N 54 %, R S&72 75 Loose ©  NA
Guard Rail Gage must more than 54 3/8” 76 Missing @ N/A

61 BackToBack N S7.% R S22/, 77 Nuts Missing__ © _ N/A

Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing Q  NA
62 Condition 79 Washers@:lp Broken__Missing_ N/A

YR

63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R ®Y R NA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y R A
©YRNA 82 Derails
65 Turnout Track S Y R MNA
Y R N/A 83 imum difference in any 31" in Cross

Level on the siding from the Frog Po int to
30° beyond the last long tie

Class | Gage 56 to 57 4" (OB Difference_

More than 57 %" Out of Servic
Class 3 Gage 56" to 577 84 Condition of Line thru entire turnout

More than 57" to 57 ¥, downgrade to @Y R

Class 2 and gets a Y
Remarks on page J

GMUIC LT-10-2011




Remarks
Page 3 of 3

s /'/#9 A[zaj bEFéC-?‘:. A{yrfﬂ

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 cdition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immecdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by W\&\V—\\Q I Date-____].Q '3’11

11-10-201 ]



Date 930z
Watchman_ G taxy

| Location

2SwitchI D # Cwy Is
3 Facing X Trailing

Rail Pointg ‘
4 Point to Point _ 51 "% .
5 Point Condition

Switch Inspection Report S

Inspection Crew T.SE:H:,&;;{,-‘[;L w Bgfﬂ T

WO# 1ii00,3 Page 1 of 3

22 Standard Joints
3 Y R NA
23 Switch Platcs
® Y R
24 Adjustable Braces
®Y R NA
24a Non-Adjustable Braces

S YR Nothing less than 4 inches or greater than 5 inches. S S YRR @
i

6 Point Throw, Minlg I/24§nches on house top point protected

N__ 4
6a Point Opening
N__ 4% R_4%
7 Fit
@ Y R
8 General Condition of the Points
@ Y R
Gage
Heel of Switch
9 Main_ S/s
10 Turnout A )
I'1 Gage ahead of Bend SG %,
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turmout (o Ya
13Main___ (,%a

Stock Rail
14 Bend

® v R
15 Condition

Y R

Bolts
16 Loose  © N/A
17 Missing O N/A
Rivets (Huck Bolts)
I8 Loose ] N A
[V Missing o N A
20 Cotter Pins Missing .. ©. _NA
21 Jam Nuts Loose Q N/A

2laWashers (@B  Broken Missing

Remarks on page
GNEIC D=1 201

25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
YR
28 43 Rod
SYR
29 #4 Rod @
SYR
30 Closure Rail
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” ¢o 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
Y R
33 Switch Adjustments
Yes 0)
34 Lubrication

Soich Tary
35 Switch Targets, Lamps

Ok  Missing @
36 Latches
) Broken Missing
37 Locks
' Brokcen Missing
38 General Condition
&Y R
39 Insulated Joints
O®Y R
39 Regular Joints
AR



Mainline
50 Location
50a SwitchID. #
51 Facing Trailing
52 Frog Tread N ©OYR
R &Y R
53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
SYR
56 Surface of Frog
©YR

57 Throat in Inches 3y

72 Flangeway Depth 1

Flangeway Depth must not be less than 1 %”
a

58 Main Track 36 '/;

59 Turnout Track __ St ¥4

Gage must not be less than 56” any class
Guard Railg
60 Guard Rail Gage N_5¢% R S4'3,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N §2% R
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R
63 Location of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
64 Main Track
Y R N/A
65 Tumout Track
@ Y R NA

Class 1 Gage 56 to 57 4"

More than 57 %" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 " downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

Y R NA
67 Rail Movement
é) Y R N/A
Tie Pl

68 Lead
Y R N/A

69 Guard Rail Flangeway

®Y RN /3, R 1%
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

©Y R NA
71 Frog Plates

® Y R NA

Bolts
73 Loose © N/A
74 Missing @ N/A

Rivets (Huck)
G N/A

75 Loose
76 Missing o N/A
77 Nuts Missing < N/A

78 Cotter Pins Missing N/A
79 Washers 6’; Broken__ Missing N/A

80 Hold Down Devices

©Y RNA
81 Spring Housing

S YR
82 Derails

S Y R K/A

83 Maximum difference in any 31" in Cros
Level on the siding from the Frog Point to
50 beyond the last long tie
Difference

84 Condition of Line thru entire turnout

A YR



1%,

Remarks
Page 3 of 3

/\/0 I\/Ew DEF’ECR‘ »/Crhf.h

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: “ \ _ Date:___\x_ e gv)g

H-10-2011



Q-2

emi-Annug

Mainline

Date
Watchman
I Location 4
2 SwitchI D # Lwy 20
3 Facing x Trailing

Rail Pointg .
4 Point to Point _ i o
5 Point Condition

_Y R Nothing less than 4 inches or greater than S inches,
6 Point Thl;ow. Minﬁl I/24'l,/ches on house top point protected
-4

N_ 4%
6a Point Opening
N_4% R asyg
7 Fit
®Y R
8 General Condition of the Points
S YR
Gage
Heel of Switch _
9 Main __5063%
10Tumout _ S5¢.%, |
I Gage ahead of Bend ¢ 7-
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout  (, 1,
[3Main___ (%

Stock Ragil
|4 Bend

(® YR
|5 Condition
Y R

Bolts

(9]
16 Loose o N/A
I'7 Missing N/A

Rivets (Huck Bolts)

I8 [Loose o
1Y Missing o
20 Cotter Pins Missing © N A

21 Jam Nuts .oase S N/A
2la Washers (&b Broken Missing

N A
NA

Remarks on page
GNEIC ) o 201

Switch laspection R )or

Inspection Crew

WOo# 2o Page 1 of 3

22 Standard Joints
Y R NA
23 Switch Platcs

{? Y R
24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
S YR

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)

{7 Rod
27 #2 Rod
Y R

31"Surface of Switch
S)Y R
sing a 62° cord, not over
I"to11/2” fora Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
S)Y R
33 Switch Adjustments

Yes @
34 Lubrication

‘ @ Dry
15 Switch Targets; | amps
Ok Missing @

36 Latches :
0 Broken Missing

37 Locks

‘k') Biroken Missing
I8 General Condition

SY R
3 Insulated Joints

Y R

393 Regular Joints
Y R



Mainling

50 Location B .
50a Switch D #
51 Facing Trailing
52 Frog Tread N

Y R
R Y Y R
53 Frog #

54/79 Point Condition
SDYR
55 Condition of Frog
@ Y R
56 Surface of Frog

(YR

57 Throat in Inches 3 Vet
72 Flangeway Depth 1
Flangeway Depth must not be less than 1 %”

58 Main Track AP
59 Turnout Track _ S0,
Gage must not be less than 56 any class
Guard Raily
60 Guard Rail Gage N SY¥% R S¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N52% R_ s2Y
Back to Back Gage must be less than 53 1/8”
62 Condition
OYR
63 Location of Guard Rail (Relation to Point)
§) Y R
Guard Rail Clamps
64 Main Track
Y R N/A
65 Turnout Track
Y R N/A

Class 1 Gage 56” to 57 %"

More than 57 %4” Out of Service
Class 3 Gage 56" to 57”

More than 57" to 57 ¥ downgrade to

Class 2 and getsa Y
Remarks on page 3

GMIC TT-10-2014

Frog Inspection Report §emi-Annug!

Turnout Ties

66 Condition

® Y RNA
67 Rail Movement

® Y RNA

1

68 Lead

&Y RNA
69 Guard Rail F lar_lgeway

Y RN |7
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

R\

®Y RNA
71 Frog Plates
@ Y R N/A
Bolts
73 Loose o) N/A
74 Missing © N/A

Rivets (Huck)
75 Loose © N/A
76 Missing @ N/A
77 Nuts Missing  ©  N/A
78 Cotter Pins Missing © N/A
79 Washers Broken_Missing_ N/A

80 Hold Down Devices
® Y R N/A
81 Spring Housing
S Y R
82 Derails
S Y :..r

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

30° beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout

(Y R



ar

Remarks
Paged of 3

No_New Decscre AATED

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 cdition.
Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immcdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Rc».c»wcdby\\JQi@\&j:} i ,Datc:_,__\bf AN S

L1-10-2011



C-Zf

Switch Inspection Report Semi-Annuy)

Mainline
Date @/3c/is

WatchmanG [ Axy

| Location

25witchI D # Lwy 2y
3Facing »  Tniling

Rail Pointg .
4 Point to Point _8 [_f{f»‘*__
5 Point Condition

: g Yt R Nothing less than 4 inches or greater than 8 inches.
omt tHrow. Min 3 1/2 ’
41_1)/4 Min Ii‘ ﬂ '_2 énﬁhes on house top point protected

N %

6a Point Opening .
N_ 4% R_+43g
7 Fit
®YR
8 General Condition of the Points
Y R

Heel of Switch

9 Main__ 506"
10 Turnout  S,% ,
Il Gage ahead of Bend _<7.%

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _(, 4

I3Main___ ( %4

Stock Rail
|4 Bend

(® v R
|5 Condition

S Y R

Bolts
16 Loose N/A

17 Missing N/A

Rivets (Huck Bolts)

I8 Loose o N A
[Y Missing 2] N A

200 Cotter Pins Missing o N A

21 Jam Nuts l.oose P N/A
21a Washers @ Broken Missing

cB8

Remarks on page
CGNEIC TR 200y

)

WORIMT2i Page 1 of 3

Inspection Crew /:SCH/SL{{L W _/_327_AN7‘__

22 Standard Joints
®Y R NA

23 Switch Platcs
©Yy R

24 Adjustable Braces

Y R NA
24a Non-Adjustablc Braces
S Y RN
25 Front Rod
Y R NA
26 #] Rod (Basket Rod)
Y R
27 42 Rod
Y R
28 #3 Rod

S Y R@®@A
29 #4 Rod

SY ngﬁ)
30 Closure Rail

Y R
31"Surface of Switch
Y R
sing & 62’ cord, not over
I"to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is OQut
of Service
32 Head Block Tics
SYR
33 Switch Adjustments
Yes )
34 Lubrication
Dry
'S Switch Targets | amps_
Ok Missig QLA

16 Latches

@ Broken Missing
37 Locks

Broken Missing
38 General Condition
6) Y R
39 Insulated Joints
®v R
3Ya Regular Joints
©v r



Mainline

50 Location _ S
50a SwitchID. #
51 Facing Trailing
52 Frog Tread N ® Y R
Y R

R ®
53 Frog# (o
54/79 Point Condition
®YR

55 Condition of Frog

®YR
56 Surface of Frog

YR

57 Throat in Inches 3
72 Flangeway Depth 1
Flangeway Depth must not be less than 1 %”

58 Main Track SL%
59 Turnout Track <L,
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N 59 %, R 44
Guard Rail Gage must more than 54 3/8”
61 Back To Back N <% R_ 3 LC%L,
Back to Back Gage must be less than 53 1/8”
62 Condition

QYR
63 Location of Guard Rail (Relation to Point)

YR
Guard Rail Clamps
64 Main Track

Y R N/A

65 Turnout Track

® Y R NA

Class 1 Gage 56 to 57 %

More than 57 %" Out of Service
Class 3 Gage 56” to 57"

More than 57" to 57 . downgrade to

Class 2 and getsa Y
Remarks on page 3

GNLIC 1-102201 )

Frog Inspection Report Semi-Annug]

Turnout Ties

66 Condition
® Y RNA
67 Rail Movement
(_S Y R N/A
Tie Plgtes
68 Lead
@ Y R NA
69 Guard Rail Flangewa .
BYRN [T & 1T
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

S'Y R NA

71 Erog Plates
Y R N/A
Bolts
73 Loose © N/A
74 Missing o N/A
Rivets (Huck)
75 Loose © N/A

76 Missing o N/A
77 Nuts Missing o NA

78 Cotter Pins Missing [s) N/A
79 Washers OB Broken___Missing  N/A

80 Hold Down Devices
@ Y R N/A
81 Spring Housing
S Y R/
82 Derails
S Y RN

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30° beyond the last long tie
Difference

84 Condition of Line thry entire turnout
Y R



Remarks
Page 3 of 3

A/m_&w Défécrs I\é?@ﬂ

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immcdiate attention needed or Out of Service

N/A Not applicable or not measurable.

Reviewed by: M

Datc-__\Bff R - \&X

1-10-2011



C-22

Switch Inspection Repor Semi-Annugl WO# _HJJZL Page 1 of 3

Mainline
Date 9/30/:3 _ Inspection Crew /- SeHiscen. W/ BEqu_r
Watchman G Li“—y
I Location 22 Standard Jomnts
25witchID # _awy 4, Y R NA
3 Facing x _ Trailing 23 Switch Platcs
® YR

Rail Pointg 24 Adjustable Braccs

® Y R NA

4 Point to Point Q’L
5 Point Condition

@_Y R Nothing less than 4 inches or greater than S inches.
6 Point Throw, Mlan 172 mches on house top point protected

N 4%
6a Pomt Opcmmz
N_ 4% R____‘__‘_?i‘; .
7 Fit
YR
8 General Condition of the Points
¥YR
Heel of Switch
eel of Switc
9 Main 5791 e
10 Turnout S
11 Gage ahead of Bend _ ¢
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout G/
I3Main____ 6%

Stock Rail

14 Bend

v R
15 Condition

Y R

Bolts
16 Loose (o) N/ A
I'7 Missing Ie) N/A
Rivets (Huck Bolts)
I8 [Loose O NoA
'Y Missing o] NoA
20 Cotter Pins Missing o N A
21 Jam Nuts l.oose 2 N/A
Xla Washers @ Broken Missing

Remarks on page R |

GANEIC T IR

24a Non-Adjustablc Braces
S YR @
itch R

25 Front Rod
Y R NA

26 #1 Rod (Basket Rod)
@ Y R

27 #2 Rod
®Y R

S YR
30 Closure Rail
_) Y R
31 ﬁurfacc of Switch

Using a 62’ cord, not over
I"t011/2” for a Y and no
more than 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
Y R
33 Switch Adjustments
Yes Ng)
34 Lubrication
Dry
43 Switch Targets | amps
Ok Missing
36 Latches :
Brokcn Missing
371.5¢ks
Broken Missing
I8 General Condition
S)Y R
39 Insulated Joints
S2Y R
39a Regular Joints
@ v Rr



Mainling

50 Location . L

50aSwitchlD # ¢,

51 Facing Trailing

52 Frog Tread N Y R
R Y R

53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
Oy R
56 Surface of Frog

OYR

57 Throat in Inches %%

72 Flangeway Depth 1+
Flangeway Depth must not be less than 1 %”

58 Main Track LY
59 Turnout Track <L
Gage must not be less than 56” any class
rd Rai
60 Guard Rail Gage N 54% R Y%
Guard Rail Gage must more than 54 3/8”
61 BackToBack N S1% R <%
Back to Back Gage must be less than 53 1/8”
62 Condition
9 Y R
63 Location of Guard Rail (Relation to Point)
©®YR
Guard Rail Clamps

64 Main Track
@YRNA

65 Turnout Track
S Y R NA

Class 1 Gage 56" to 57 4"
More than 57 %" Out of Service

Class 3 Gage 56" to 57"
More than 57" to 57 4" downgrade to

Class 2 and getsa Y
Remarks on page 3

GAMUIC T 10-201 ]

Frog Inspection Report Semi-Annug]

Turnout Ties

66 Condition
&Y RNA
67 Rail Movement
® Y R NA

68 Lead

S Y RNA
69 Guard Rail Flangeway

Y RN 1Y, R |7/
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates

Y R N/A
71 Frog Plates
¥ Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
N/A

75 Loose )
76 Missing © NA
77NutsMissing o N/A
78 Cotter Pins Missing © N/A

o N/A
J  N/A

79 Washers QK Broken___Missing N/A

80 Hold Down Devices
Q@ Y RNA
81 Spring Housing
S'Y N/
82 Derails
S Y R A
83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
30" beyond the last long tie
@ Difference.

84 Condition of Line thru entire turnout

@YR



Remarks
Page 3 of 3

__.,‘Jmu Murs an RRout Ron Leos

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention necded or Out of Service

N/A Not applicable or not measurable.

L1-10-2011



Mainline

Date /30 /i3
Watchman @ LAY

I Location . .
ZSwitchI D # Cw< V4

3 Facing x Trailing

Rgil Points )
4 Pointto Point __52.%
5 Point Condition

YR Nothing less than 4 inches or greater than S inches.
& Point Throw. Minﬁ! l/Z‘;'nches on house top point protected

L\ [ S
6a Point Opening )

N 4%, R_A4%
7 Fit

®YR

8 écneral Condition of the Points
Y R

Gage

Heel of Switch

9 Main _ 52%.

10 Turnout _5¢%

11 Gage ahead of Bend SP Vie
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ (p/a

I3Main___ G /%4

Stock Rail
14 Bend

®Y R
15 Condition
@ Y R

Bolts
6 Loose ¢ N/A

|7 Missing ) N/A

Rivets (Huck Bolts
N A

IR Loosc &

(9 Missing o N A

20 Cotter Pins Missing ..o NA
21 Jam Nuts Loose ) N/A

2laWashers @k Broken Missing

Remarks on page }
[SAYR e 201

WORM2284  pageor3

Inspection Crew T_Su{ ISLER , W .BR_‘(RM T

22 Standard Joints
® Y R NA
23 Switch Platcs
QY R
24 Adjustable Braccs
@ Y R NA
24a Non-Adjustablc Braces
SY R @
itch R

26 #1 Rod (Basket Rod)

@YR

27 #2 Rod

©Y R
28 #3 Rod
s vk
29 #4 Rod N
S Y R QA
30 Closure Rail
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
I"to11/2” for a Y and no
more than | 1/2” to | 3/4»

For a R, Great than 13/4" is Out

of Service
32 Head Block Tics
Y R
33 Switch Adjustments
Yes \
34 Lubrication

é;? Dry
35 Switch Targets, Lamps

Ok Missing
36 Latches

OB Broken Missing
37 Locks

@ Broken Missing
38 Gieneral Condition

Y R
39 Insulated Joints
Y R
39a Regular Joints
@ Y R



Mainline
50 Location
50a Switch ID. #
51 Facing Trailing
52FrogTread N (Y R

R SY R
53 Frog #
54/79 Point Condition
®Y R

55 Condition of Frog

OYR
56 Surface of Frog

(@) YR
57 Throat in Inches > /4

72 Flangeway Depth L
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track .Y,

59 Turnout Track __ 5. %%

Gage must not be less than 56” any class
Guard Raily ‘
60 Guard Rail Gage N 5458 R S¢%4
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N £2%. R _$1%
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R
63 Location of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
64 Main Track
(®Y R NA
65 Turnout Track
® Y RNA

Class 1 Gage 56" to 57 %"

More than 57 %4” Out of Service
Class 3 Gage 56" to 57

More than 57" to 57 V" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

S Y RNA
67 Rail Movement
® Y R NA
Tic Plates
68 Lead
®Y RNA
69 Guard Rail Flangeway 5
®Y RN 1Y% R_|7e
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates

®Y R NA
71 Frog Plates

® Y R NA
Bolts
73 Loose © N/A
74 Missing O N/A
Rivets (Huck)

75 Loose [S) N/A

76 Missing @ N/A
77 Nuts Missing ¢ N/A

78 Cotter Pins Missing o N/A
79 Washers @ Broken___Missing_ N/A

80 Hold Down Devices
®© Y RNA
81 Spring Housing
S Y R
82 Derails
S Y RNA®

83 Maximum difference in any 31" in Cros
Level on the siding from the Frog Point to
30" beyond the last long tie
Ok Difference B

84 Condition of Line thru entire turnout
@ Y R




Remarks
Page 3 of 3

| Lopse “_ﬂ_l. Bloc Boor €& Ast RAc

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:_“__' N— Date:__\'_‘g_ _‘- (3_ “__\(S

L-10-2011



